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section, the fault shall be isolated by
performing shield or armor ground re-
sistance measurements on individual
cable or wire sections.

(3) Once the fault or faults have been
isolated, the cable or wire jacket shall
be repaired in accordance with
§ 1755.200, RUS Standard for Splicing
Copper and Fiber Optic Cables or the

entire cable or wire section may be re-
placed at the request of the borrower.

[62 FR 23998, May 2, 1997]

§ 1755.407 Data formats.

The following suggested formats list-
ed in this section may be used for re-
cording the test data:
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[62 FR 24000, May 2, 1997]

§§ 1755.408–1755.521 [Reserved]

§ 1755.522 RUS general specification
for digital, stored program con-
trolled central office equipment.

(a) General. (1) This section covers
general requirements for a digital tele-
phone central office switching system,
which is fully electronic and controlled
by stored program processors. A digital
switching system transfers information
which is digitally encoded from any
input port to a temporarily addressed

exit port. The information may enter
the system in either analog or digital
form and may or may not be converted
to analog at the exit port depending on
the facility beyond. The switching sys-
tem shall operate properly as an inte-
gral part of the telephone network
when connected to physical and carrier
derived circuits meeting RUS specifica-
tions and other generally accepted
telecommunications practices.

(2) The output of a digital-to-digital
port shall be Pulse Code Modulation
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